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A BOOM LOGISTICS COMPANY

Specifications

32’ HAULOTTE 
SCISSOR  
LIFT ELEC

Working height 12.00 m

Platform height 10.00 m

(A) Height stowed 2.38 m

(B) Height stowed (platform) 1.26 m

(C) Unit length - stowed 2.31 m

(D) Unit width 1.20 m

(E) Wheelbase 1.86 m

(F) Ground clearance 0.13 m

(G) Platform width 1.20 m

(H) Platform length 2.30 m

Lift capacity 150 kg

Turning radius outside 2.50 m

Turning radius Inside 0.20 m

Gradeability 23%

Overall weight (approx) 2630kg
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Specifications

32’ JLG 
SCISSOR  
LIFT ELEC

Working height 11.68 m

Platform height 9.68 m

(A) Height stowed 2.36 m

(B) Height stowed (platform) 1.26 m

(C) Unit length - stowed 2.50 m

(D) Unit width 1.17 m

(E) Wheelbase 2.09 m

(F) Ground clearance 0.13 m

(G) Platform width 1.12 m

(H) Platform length 2.50 m

Lift capacity 318 kg

Turning radius outside 2.41 m

Turning radius Inside 0.00 m

Gradeability 25%

Overall weight (approx) 2243 kg
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Specifi cations

26’
SCISSOR 
LIFT ELEC

Working height 9.80 m

Platform height 7.90 m

(A) Height stowed 2.40 m

(B) Height stowed (platform) 1.20 m

(C) Unit length - stowed 2.70 m

(D) Unit width 1.17 m

(E) Wheelbase 1.90 m

(F) Ground clearance 0.20 m 

(G) Platform width 1.50 m

(H) Platform length 2.50 m

Lift capacity 567 kg

Turning radius outside 3.70 m

Turning radius inside 1.50 m

Gradeability 40 %

Overall weight (approx) 2100 kg
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Specifi cations

20’ WIDE 
SCISSOR
LIFT ELEC

Working height 8.20 m

Platform height 6.37 m

Platform length (extended) 3.26 m

(A) Stowed height 1.82 m

(C) Stowed length 2.44 m

(D) Width 1.17 m

(I) Width 1.16 m

(E) Wheelbase 1.85 m

Safe working load 544 kg

Drive speeds (stowed) 3.50 km/h

Drive speeds (raised) 0.70 km/h

Gradeability (stowed) 30 % 

Turning radius (inside) zero

Turning radius (outside) 2.33 m

Overall weight (approx) 1951 kg
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Specifi cations

20’ NARROW 
SCISSOR
LIFT ELEC

Working height 7.90 m

Platform height 6.10 m

(A) Height stowed, ANSI, CSA 2 m

(B) Platform height - stowed 0.98 m

(C) Length - stowed 2.44 m

(D) Width 0.81 m

(E) Wheelbase 1.85 m

(F) Ground clearance at machine centre 0.10 m

(G) Ground clearance pothole guards deployed 0.02 m

(H) Platform length 2.26 m

(I) Platform width 0.79 m

Lift capacity 363 kg

Turning radius outside 2.34 m

Turning radius inside zero

Gradeability 30 %

Overall weight (approx) 2044 kg
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Specifi cations

19’ 
SCISSOR
LIFT ELEC

Working height 7.60 m

Platform height 5.80 m

(H) Length (extended) 1.58 m

(I) Width 0.65 m

Safe working load 227 kg

(E) Wheelbase 1.32 m

Drive speeds (stowed) 4.00 km/h

Drive speeds (raised) 1.00 km/h

Gradeability (stowed) 30 % 

Turning radius (inside) zero

Turning radius (outside) 1.55 m

(A) Stowed height (guardrails) 2.01 m

(B) Stowed height (platform) 0.98 m

(C) Stowed length 1.83 m

(D) Width 0.76 m

Overall weight (approx) 1454 kg

Indoor use only
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Specifi cations

31’ AW
1 MAN WORK 

PLATFORM

Working height 9.50 m

Platform height 7.60 m

Platform safe working load 136.20 kg

Platform size 0.61 x 0.61 m

Platform construction Steel

Lowered height 1.96 m

Overall width 0.75 m

Overall length 1.14 m

Lift speed 30 sec

Lower speed 35 sec

Stabilisation Four built-in outriggers with 
crackdown screw jacks

Outrigger circle 3.10 m

Overall weight (approx) 273.80 kg




